
ROTARY PRESSURE JOINTS 



Rotary pressure joint (dual flow), type UOPB A

Universal rotary pressure joint type UOPB has wide range of application 
(for water, air, oils and chemically aggressive medias). Construction of 
rotary pressure joint type UOPB has rotating inner pipe for condensate 
outlet. The connection between the inner pipe and the outer housing is  
done by the use of graphite sleeve bearing.

Rotary pressure joint (dual flow), type UOPB C

Universal rotary pressure joint type UOPB C is primarily recommended to 
be used for applications when the working media is highly abrasive and 
where the application of soft seal faces would cause hard particles to be 
pressed in the soft seal face. 

Rotary pressure joint (dual flow), type UOPB B

Universal rotary pressure joint type UOPB B is primarily recommended to 
be used for applications when the working media is hot oil.   
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Application 

−paper industry

−textile industry

−rubber industry

−food industry

−chemical industry
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Flow direction:
Dual

Seal material: 
carbon-graphite / 
tungstencarbide

 

Flow direction: 
Dual

Seal material: 
siliconcarbide / siliconcarbide

Flow direction: 
Dual

Seal material: 
carbon-graphite / CrNi-steel

On customers’ request other dimesions could be supplied

*note: RH=right-handed, LH=left-handed

rotary pressure joint type
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Rotary pressure joint , type UOPD A(dual flow)

Universal rotary pressure joint type UOPD A has wide range of 
application (for water, air, oils and chemically aggressive medias).
With the use of components made of stainless steel and the selection 
of adequate secondary seals, high corrosion resistance is gained, as 
well as the application in higher temperatures and much longer life.

Flow direction:
Dual

Seal material: 
carbon-graphite / 
tungstencarbide

 

Rotary pressure joint (dual flow), type UOPD C

Universal rotary pressure joint type UOPD C is primarily recommended 
to be used for applications when the working media is highly abrasive 
and where the application of soft seal faces would cause hard particles 
to be pressed in the soft seal face. 

Flow direction: 
Dual

Seal material: 
siliconcarbide / siliconcarbide

Rotary pressure joint (dual flow), type UOPD B

Universal rotary pressure joint type UOPD B is primarily recommended 
to be used for applications when the working media is hot oil.  

Flow direction: 
Dual

Seal material: 
carbon-graphite / CrNi-steel

On customers’ request other dimesions could be supplied

*note: RH=right-handed, LH=left-handed
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Application 

−paper industry

−textile industry

−rubber industry

−food industry

−chemical industry

t
o( C)
max pmax

(bar)

oil

fluid type

water

steam

UOPD A

UOPD C

UOPD B

UOPD A

UOPD C

UOPD B

UOPD A

UOPD C

UOPD B

150 40

150 40

150 40

150 40

150 40

150 40

for 
intermitting 
applications

www.electrolux.mk

mailto:kroma@adsl.scnet.rs
mailto:kroma@adsl.scnet.rs
http://www.kroma.co.rs
http://www.kroma.co.rs


Rotary pressure joint (single flow), type UOPM A

Universal rotary pressure joint type UOPM A has wide range of 
application (for water, air, oils and chemically aggressive medias). With 
the use of components made of stainless steel and the selection of 
adequate secondary seals, high corrosion resistance is gained, as well 
as the application in higher temperatures and much longer life. 

Rotary pressure joint (single flow), type UOPM C

Universal rotary pressure joint type UOPM C is recommended for 
application in corrosive media.  

Rotary pressure joint (single flow), type UOPM B

Universal rotary pressure joint type UOPM B is primarily recommended 
to be used for applications when the working media is hot oil. 
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Application 

−paper industry

−textile industry

−rubber industry

−food industry

−chemical industry
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On customers’ request other dimesions could be supplied

*note: RH=right-handed, LH=left-handed

rotary pressure joint type

Flow direction:
single

Seal material: 
carbon-graphite / 
tungstencarbide

 

Flow direction: 
single

Seal material: 
siliconcarbide / siliconcarbide

Flow direction: 
single

Seal material: 
carbon-graphite / CrNi-steel
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Rotary pressure joint, type OP

1 -Housing

2 -Condensate discharging tube

3 -Inlet tube

4 -Head with connection threads

5 -Spring

6 -Slide bearing

7 -Sealing ring

Rotary pressure joint type OP is an assembly enabling simultaneous medium (steam) inlet from installation into 
rotary equipment and condensate outlet from rotary equipment into fixed installation. Overall efficiency of 
equipement in paper, textile and rubber industry depends on these processes. 

Rotary pressure joint type OP is self-adjusting assembly compensating thermal deformations caused by 
equipment heating or cooling.
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−pressure: 10 bar max (above on special 
requests)

o−temperature: 300 C

−speed: 100 o/min
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Application 

−paper industry

−textile industry

−rubber industry

−food industry

−chemical industry

On customers’ request other dimesions 
could be supplied
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